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MANUFACTURER  

 

  

2 170mm x 12mm threaded rod 

4 12mm nuts 

4 12mm spring washers 

8 12mm flat washers 

2 50mm x 10mm bolts 

2 10mm Nylock nuts 

4 10mm Flat washers 

2 ¼  x 1 ¼ mudguard washers   

2 3/16ôô bolts & nuts 

8 Tech Screws 

2 Bullbar Brackets  

2 Indicators (brytec) 

2 Indicator leads 

6 Wire tap connectors 

2 7ôô Rubbers 
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REMOVE PLASTIC COVER 

OVER GRILLE 

REMOVE GRILLE 

REMOVE BUMPER 
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REMOVE BUMPER 

MOUNTING BRACKET 

REPLACE MOUNTING 

BRACKET WITH BULLBAR 

BRACKET.  ENSURE BRACKETS 

POINT OUTWARDS, MAKE 

SURE TOW EYE IS IN PLACE 
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REMOVE HEADLIGHT 

ASSEMBLY  

 

 

THIS IS THE EASIEST WAY TO 

CONNECT IN 

INDICATOR/PARK LIGHT ς 

SUPPLIED 

 

PARK/INDICATOR WIRING 

COLOURS: 

YELLOW = INDICATOR  

WHITE = EARTH 

BLACK = PARK 

 

REPLACE HEADLIGHT 

ASSEMBLY AFTER CHECKING 

ALL LIGHTS WORK 

Place rectangular, two holed, rubber 

washers onto the bullbar mounting 

bolts 

(They may be already fitted) 
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Place Bullbar onto the brackets. Bolt it 

up loosely with washers and 12 mm 

nuts. Align the bullbar left and right 

and make sure that the wings follow 

the line of the vehicle. Tighten all 

bolts 

TIP: TIGHTENING THE BOTTOM 

BOLTS MOVES THE WING OF THE 

BULLBAR UPWARDS. TIGHTENING 

THE TOP BOLT MOVES THE WING 

DOWN 

MAKE SURE BOLTS ARE TIGHT! 

 

 ONCE THE BULLBAR IS FITTED THEREIS 

A GAP UNDER THE HEADLIGHT AREA 

WHICH HAS TO BE FILLED IN WITH A 

METAL PROTECTOR WITH 3 HOLES 

 

POSITION METAL PROTECTOR AND 

MARK HOLES TO BE DRILLED FOR 

BOLTS  

 



              FITTING INSTRUCTIONS FOR SILVERADO BULLBAR 

Page | 6 
 

 

             

  

         

 

  

            

  

  

             

        

 

 

 

             

             

           

 

DRILL HOLES AND SECURE METAL 

UNITS WITH SMALL NUTS AND BOLTS 

SUPPLIED  

 

STABILSERS WILL HAVE TO 

CONNECTED BETWEEN THE BULLBAR 

AND THE CHASSIS AS SHOWN IN 

PICTURE.  THE HOLES IN THE STBILSER 

WILL HAVE TO MARKED AND DRILLED 

 

Teck screw plastic mud flaps to the 

bullbar or support. 

Use large washers supplied, trim flap 

if necessary 

 


