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MANUFACTURER  

6  40mm X 10mm Fine threaded bolts  

6 10mm Spring Washers 

4 10mm Nylock Nuts 

4 50mm  x 10mm bolts  

14 10mm flat washers 

6 Tech Screws 

6  ¼  x 1 ¼ Washers 

2 Bull brackets  

2 25 x 25 RHS stabilisers  

2  3/16ôô X 1ôô Pan phil  bolt 

2  3/16  Nylock Nuts 

1  2.5M Rubber Edging Stript  (Large) 

2 Bullbar Brackets  

2 Indicators (brytec) 

2 Indicator leads 

6 Wire tap connectors 
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7ôô rubbers 
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REMOVE GRILLE 

REMOVE BUMPER 

REMOVE BUMPER MOUNTING 

& CROSS MEMBER 

(AS SHOWN IN PICTURES) 

REMOVED 
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 CONNECT WIRING LOOM 

INTO WIRING HARNESS 

USING WIRE TAPS OR 

SOLDER IF PREFERRED 

 

 WIRING GOES UNDER & 

BEHIND THE HEADLIGHT 

 

 TIP: PLUG IN LIGHT & TEST 

NOW, BEFORE FITTING THE 

BULLBAR 

  YELLOW = INDICATOR 

  WHITE = EARTH 

  BLACK = PARK 

 BOLT BRACKET TO CHASSIS 

USING 3 X BOLTS & WASHERS 

 

 XXX BOLTS 

 

 

 AS SHOWN IN PICTURE - LEFT 

& RIGHT HAND BRACKETS 

BOLTED TO VEHICLE 
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6. AS SHOWN IN PICTURE - LEFT 

& RIGHT HAND BRACKETS 

BOLTED TO VEHICLE 

 

 REMOVE UPRIGHT MUD FLAP 

BRACKETS THAT IS ATTACHED 

TO BUMPER MOUNTING 

   

  BOTH SIDES 

 

 ATTACH MUD FLAP BRACKET 

BACK TO BOTH SIDES OF 

VEHICLE AND FASTEN ON 

PLASTIC MUD FLAP 

 

 PLACE THE 2 HOLDED 

RECTANGULAR RUBBER 

WASHERS ON TO BULLBAR 

MOUNTING BOLTS 

 

 NOTE: MAY ALREADY BE 

FITTED 
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 FIT BULLBAR ON TO BRACKETS 

ς FIT WASHERS & NUTS 

 TIGHTEN LOOSELY 

 

PLACE BULLBAR ON TO THE BULLBAR 

BRACKETS.  BOLT IT UP LOOSELY WITH 

WASHERS AND 12MM NUTS.  ALIGN 

THE BULLBAR LEFT AND RIGHT AND 

MAKE SURE THE WINGS FOLLOW THE 

LINE OF THE VEHICLE.  TIGHTEN ALL 

BOLTS. 

TIP: TIGHTENING THE BOTTOM BOLTS 

MOVES THE WING OF THE BULLBAR. 

TIGHTENING THE TOP BOLT MOVES THE 

WING DOWN 

MAKE SURE BOLTS ARE TIGHT! 

 

  Connect 25 x 25 RHS Stabiliser 

Rod between the bullbar and 

the bracket as shown 

Holes in RHS will have to be 

marked and drilled. 

Use two 10 x 50 Bolts, Nuts & 

Washers.  

 

 


