TUFF BULLBARS AUSTRALIA,
5-7 Holt Drive, (P.O. Box 1977)

Ph:1300 BE TUFF(1300 23 88 33)
Fax: 07 4633 1236

Torrington, sales@tuffbullbars.com.au
Toowoomba, admin@tuffbullbars.com.au
Queensland 4350, feedback@tuffbullbars.com.au
AUSTRALIA www.tuffbullbars.com.au

NISSAN NAVARA OABIAILANDBULLBARBOLT& BRACKHEIT

16mm Nylock Nuts

16mm Flat washers

10mm x 50mm bolts

Tech screws

Y4 x 1 %2 mudguard washers
3/ 16066 bolts & nut
90mm x 10mm bolts

10mm Nylock Nuts

10mm Flat washers
Bullbar Brackets
Indicators (brytec)
Indicator leads

Wire tap connectors

7606 Rubbers
Inner guard brackets

NN oM r\Jr\J'c—D‘oo.bNouow.h.h.h

www.tuffbullbars.com.au
1300 BE TUFF
TUFF BY NAME * TUFF BY NATURE

"6453" - *"%4 - &" %/ ( #6--#"3
MANUFACTURER

Page |1


mailto:sales@tuffbullbars.com.au
mailto:admin@tuffbullbars.com.au
mailto:feedback@tuffbullbars.com.au
http://www.tuffbullbars.com.au/
http://www.tuffbullbars.com.au/

FITTING INSTRUCTIONS FOR NISSAN NAVARMDANDBULLBAR

REMOVE GRILLE

REMOVE BUMPER

THE BUMPER WILL BE CUT TO FI1
OVER THE BULLBAR TO DO THIS"
MUST FIRST REMOVE PLASTIC IN
SUPPORT JUST ABOVE FOG LIGH
POSITION
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TO REMOVE THIS PLASTIC INNER
DRILL OFF THE 3 RIVETS CONNE(
IT TO THE BUMPER

PLASTIC INNER REMOVED

IMPORTANTTHIS SMALLER PLAST
INNER AT THE END OF THE BUMP
MUSTNOTBE REMOVED

LEAVE THIS RIVET IN
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FITTING INSTRUCTIONS FOR NISSAN NAVARMDANDBULLBAR

CUTTING THE BUMPER

THE TOP HALF OF YOUR ORIGINAL BUMPER HAS TO BE GUTERO &
THE VEHICLE BEFEREING THREULLBAR

THERE WILL BEZA20MM GAP BETWEEN THE BULLBAR AND THE BUM

WE WILL CUT ALONG A LINE 35MM UP FROM THE CREASE LINE IN Tj
BUMPER (SEE PICTURES/BELO

RUN A TAPE ALONG THE 35MM LINE TO HIGHLIGHT THE CUTTING L
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’ 0% CUT ALONG THE LINE WITH A JIG!

OR A SIMILAR TOOL. CLEAN UP TI
CUTTING EDGE

ONCE THE TOP BUMPER ISTCUT
WILL LOOK LIKE THIS.

TRY IT ON THE VEHICLE. YOU MA
NEED TO TRIM IT IF IT IS NOT FIT1
EVENLY

BRACKET MOUNTING

REMOVECRASH BOX
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PLACE BRACKETS ON TO CHASSI

IMPORTANTREPLACE CROSS
MEMBERN FRONDF BRACKETS

REPLACE CROSS MEMBER BOLT¢
INSERT 2 SIDE MOUNTING BOLTS
SUPPLIEDALIGN & TIGHTEN



FITTING INSTRUCTIONS FOR NISSAN NAVARMDANDBULLBAR

LEFT & RIGHT HAND BRACKETS C
VEHICLE

BRACKET PLATES POINT OUTWAI

CONNECTUFF WIRING KIT
INTO WIRING HARNESS,
USING WIRE TAPS OR SOLI

WIRING GO UNDER &
BEHIND HEADLIGHTS

YELLOW = INDICATOR
WHITE £ARTH

BLACK = PARK

PLASTIC MUDGUARD SUPPORT

BOLT ON ALLIMINIUM STRIP AS
SHOWN IN PICTURE. THIS IS TO
SECURE THE PLASTIC MUD FLAP

TECK SCREW OR BOLT BOTTOM ¢
ALLIMINIUM STRIP TO MUD FLAP

NOTETHIEDGE OF THIS PLASTIC
MUD FLAP IS TO BE TRIMMED LA1
TO FIT INTO THE BULLBAR
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